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Description 

BACKGROUND OF THE INVENTION 

1. Field of the Invention 

[0001 ] The present invention relates to a client-server 
system including at least one client apparatus in which 
a specific processing is perfomned under the control of 
software and a server apparatus holding files to update 
the software, and to a computer readable medium for 
causing a computer to operate as a client apparatus 
which composes such a client-server system. The 
present disclosure relates to subject matter contained 
in Japanese Patent application No. 2000-125119 (filed 
on April 26, 200), which is expressly incorporated herein 
by reference in its entirety. 

2. Description of the Related Art 

[0002] As is well known, In recent years, files (differ- 
ence file etc.) to update a software (to upgrade revision 
or version of the software product) can be downloaded 
from the web site which the vender of the software man- 
ages. Moreover, software is onto the market which has 
a menu for accessing to the web site in which the files 
to update the software are provided. 
[0003] Downloading enables user to update his or her 
software, as soon as the vender upgrades the software. 
However, even if the software is the one with such a 
menu, the user must perfomi an operation different from 
operations to use the software in order to update It by 
downloading. There are many users who think it trou- 
blesome to perform such operation (or dont know the 
existence of updated software) and therefore continue 
to use the software without updating. 

SUIVIMARY OF THE INVENTION 

[0004] Accord ingiy, an object of the present invention 
is to provide a client-server system in which software is 
automatically updated. Another object of the present in- 
vention is to provide a computer readable medium 
stored with a program and a computer-executable pro- 
gram product that cause a computer to function as an 
apparatus that can constitute such a client-server sys- 
tem. 

[0005] To achieve the above 1 mentioned objects, in 
constructing a ciient-server system including a server 
apparatus and one or more client apparatuses, the 
present invention uses, as the server apparatus, an ap- 
paratus which comprises a server side file storing part 
for storing one or more files which are to be stored in a 
ciient apparatus to perform specific processing; an up- 
date list storing part for storing a update list holding in- 
formation which specifies versions of the one or more 
files stored in the server side file storing part; an update 
list sending back part for, when a processing start re- 



quest of fixed contents is received, sending back the up- 
date list stored in the update list storing part to the client 
apparatus from which the processing start request is 
sent; and a sending back part for, when receiving a 
5 transfer request for one or more files stored in the server 
side file storing part, sending back the one or more files 
which are requested by the transfer request in the server 
side file storing part to the client apparatus from which 
the processing start request is sent. 
10 [0006] As each of the client apparatuses, the inven- 
tion uses a apparatus which comprises a client side file 
storing part for storing one or more files used to perfomi 
the specific processing; a local update list storing part 
for storing a local update list holding information which 
15 specifies versions of the one or more files stored in the 
client side file storing part; a processing start request 
sending part for sending the processing start request, 
when instruction to start the specific processing is given 
by user; file specifying part for specify one or more files 
to obtain for performing the specific processing in the 
latest condition by comparing the local update list stored 
in the local update list storing part with the update list 
which is received in response to the start request sent 
by the processing part; and a specific processing start- 
ing part for, if one or more files are specified by the file 
specifying part, sending the transfer request for the 
specified files to the server apparatus and storing the 
one or more files which the sending back part of the 
server apparatus sends in response to the transfer re- 
quest into the client side file storing part and updating 
the local update list in the local update list storing part 
according to the stored files and starting the specific 
processing, and for, if no file is specified by the file spec- 
ifying part, starting the specific processing. 
[0007] That is, in the client-server system of the 
present invention, when the specific processing is in- 
structed to start, processing is performed to check 
whether one or more updated files exist in the sever ap- 
paratus (the server side file storing part) Is performed 
before starting the processing. Ifoneormore updated 
files exist in the server apparatus, the files are automat- 
ically downloaded into the client apparatus, and then the 
specific processing is started using downloaded files. 
[0008] Thus, in this client-server system, software 
(files) for perfomriing the specific processing Is updated 
automatically, user of each client apparatuses can al- 
ways use the software in the latest (best) condition with- 
out doing any work concerning updating software. 
[0009] Note that, in realizing the ciient-server system 
of the present invention, contents of the specific 
processing is not limited; however. It is desirable that 
the specific processing is the process that the server ap- 
paratus and the client apparatus perfonns while ex- 
changing infomnation therebetween. In other word, it Is 
desirable to apply the present invention to apparatus In 
which such processing is perfomned. 
[001 0] Furthemnore, in realizing the client-server sys- 
tem of the present invention, it is possible to add a soft- 
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ware supplying part for supplying software which caus- 
es a computer capable of communicating with the server 
apparatus to function as the client apparatus. 
[0011] And. a computer readable medium of the 
present invention stores a program for causing a com- 
puter to function as the client apparatus of the present 
invention. The computer-executable program product of 
the present invention also causes a computer to function 
as an apparatus in which software (computer-executa- 
ble program product) Is automatically updated. 
[001 2] Accordingly, use of the computer readable me- 
dium or the computer-executable program product lead 
to a system in which user can always use his (or her) 
software in the latest (best) condition without doing any 
work concerning updating software. 

BRIEF DESCRIPTION OF THE DRAWINGS 

[001 3] These and other objects and advantages of the 
present Invention will become clear from the following 
description with reference to the accompanying draw- 
ings, wherein: 

Fig. 1 is a schematic view showing a configuration 
of a client-server system according to an embodi- 
ment of the present invention; 
Fig. 2 is a schematic view showing a hardware con- 
struction of the client apparatus included in the cli- 
ent-server system; 

Fig. 3 Is a figure Illustrating a screen displayed on 
the display of the client apparatus; 
Fig. 4 is a sequence diagram showing the operation 
procedure of the client apparatus and the server ap- 
paratus when the "InterPot" software Is updated; 
Fig. 5 is a figure illustrating a menu screen dis- 
played on the display of the client apparatus; 
Fig. 6 is afigure illustrating a log-In screen displayed 
on the display of the client apparatus; and 
Fig. 7 is a figure illustrating a start screen displayed 
on the display of the client apparatus. 

DETAILED DESCRIPTION OF THE PREFERRED 
EMBODIMENT 

[0014] An embodiment of the present invention will 
hereinafter be described with reference to the drawings. 
[0015] First of all, the configuration and the operation 
of the client-server system of the embodiment will be 
outlined referring to Figs. 1 to 3. 
.[001 6] As shown in Fig. 1 , the client-server system of 
this embodiment Is composed of one server apparatus 
50 and at least one client apparatus 30 (two client ap- 
paratuses 30 are depicted in the figure), which are con- 
nected mutually through a communication network 100. 
[0017] As schematically shown in Fig. 2, each client 
apparatus 30 which composes the client-server system 
is constructed by installing "InterPot" software 41 dis- 
tributed via a CD-ROM 40 onto a computer 1 0 of a gen- 



eral configuration, which is provided with a communica- 
tion control circuit 25 (modem, TA, NIC, etc.) to access 
the communication network 1 00, and onto which a Java- 
enabled browser is installed. Note that "InterPot" is 
5 trademark or registered trademark of Nifty corporation, 
in Japan and other countries Java is trademark or reg- 
istered trademark of Sun Microsystems, Inc., in the Unit- 
ed States and other countries. 

[0018] The "InterPot" software 41 is software whose 
10 Intrinsic function Is to enable a user to visit the "InterPot" 
world, which is a virtual worid defined and controlled by 
the server apparatus 50, using his or her computer 10 
(client apparatus 30), and it is installed by using an in- 
stallation program also recorded in the CD-ROM 40. 
15 [001 9] The "InterPof software 41 is composed of plu- 
ral HTML document files, plural Java applet files, plural 
image data files, a local update list and so on. The ma- 
jority of these files are used to implement the intrinsic 
function." 

20 [0020] That is, the "InterPot" software 41 (mainly 
Java applets in the "InterPot" software 41 ) in each client 
apparatus 30 functions in cooperation with software in- 
stalled onto the server apparatus 50 and thereby causes 
the client apparatus 30 to display, for example, the main 

25 screen 80 shown in Fig. 3 on the display 1 2. While dis- 
playing the main screen 80, the client apparatus 30 
sends infonnatlon Indicating the contents of the opera- 
tions made by user to the server apparatus 50. 
[0021 ] On the other hand, the server apparatus 50, un- 

30 derthe control of the software, updates Information that 
defines the "InterPot" world based on the infomnation 
from the client apparatus 30 and time elapsed. And, the 
server apparatus 50 performs processing to make a 
change to the Image of the tree 82 (processing to send 

35 to the client equipment 30 Infonnation which causes the 
"InterPot" software 41 to display another image of the 
tree 82), processing to change the contents depicted on 
the signboard 85, processing to make one or more vir- 
tual animals, which are Inhabited in the "InterPot" world, 

40 to appear on the plot 81 . 

[0022] The client-server system of this embodiment is 
a system in which updating of the "InterPof software 41 
in the client apparatus 30 is automatically done. For this 
processing, the local update list, which holds infomna- 

45 tion indicating versions of the files which composes the 
"InterPot" software 41 stored in the HDD 26, is included 
in the "InterPot" software 41 . In addition, in the HDD 51 
provided in the server apparatus 50, various "InterPot" 
software related files 53 (hereinafter refen-ed simply to 

50 as related file 53) which should be installed into the client 
apparatus 30 to update the "InterPot" software 41 to the 
latest one, and an update list which holds infomnation 
specifying the versions of the related files 53. 
[0023] Incidentally userthatcan directly access to the 

55 "InterPot" worid is limited to the one who has been com- 
pleted the registration procedure by using the "InterPot" 
software 41 (hereafter, referred to as member). There- 
fore, in the HDD 51 , a member database 54 to memorize 



3 



5 



EP1 150 207 A2 



6 



information on members (information which contains ID 
and password, etc.) is stored. 
[0024] Hereinafter, the update operation In this client- 
server system is discussed with reference to Fig. 4 
through Fig. 7. Fig. 4 is a sequence diagram showing 
the operation procedures of the client apparatus 30 and 
the server apparatus 50 when the "InterPot" software 41 
is updated. Fig.5 through Fig. 7 are explanation dia- 
grams of screens displayed on the display 1 2 of the cli- 
ent apparatus 30 when the "InterPof software 41 is up- 
dated. 

[0025] In installing the "InterPot" software, the afore- 
mentioned installation program stores files which com- 
poses the "InterPot" software 41 into a fixed folder and 
creates on the desktop an "InterPot" icon which the user 
should click to use the "Interfot" software 41 . 
[0026] When the member clicks the "InterPot" icon, 
as schematically shown in Fig. 4, in the client apparatus 
30, processing to display a menu screen is perfonned 
(step SI 01). Concretely, the Java-enabled browser is 
initiated, and processing to interpret and display a fixed 
HTML document that composes the "InterPot" software 
41 is performed by the Java-enabled browser. As a re- 
sult, the menu screen shown in Fig. 5 is displayed on 
the display 1 2 of the client apparatus 30. 
[0027] When the member clicks the area where "own- 
er entrance" is shown of the menu screen, processing 
to display a log-in screen is performed (step SI 02), and 
the log-in screen 60 shown in Fig. 5 having text boxes 
61 and 62 for entering ID and password, a send button 
63, etc, is displayed on the display apparatus 12 of the 
client apparatus 30. 

[0028] When the member clicks the send button 63 
after entering his ID and password to the text boxes 61 
and 62 on log-in screen 60, respectively, in the client 
apparatus 30, performed is processing to send the log- 
in request (HTTP request) containing the ID and the 
password, which the server apparatus 50 will receive, 
to the communication network 100 (step SI 03). 
[0029] The server apparatus 50 which receives the 
log- in request, after confirmirig the combination of the 
ID and the password included in the log-in request is the 
one registered in the member database 54, sends back 
display/start infomnation to the client apparatus 30 from 
which the log-in request is sent (step S201). Here, the 
display/start infonmation is infomnation (HTML docu- 
ment) that causes the display 1 2 of the client apparatus 
30 from which the log-in request is sent a start screen 
containing importance notices to the "InterPot" mem- 
bers, and also causes an update program (Java applet 
for the update processing) which is the composition el- 
ement of the "I nterP or software 41 to start. Incidentally, 
if the combination of ID and password included in the 
log-in request is the one not registered in the member 
database 54, the server apparatus 50 sends information 
that causes the display 1 2 to display the screen denoting 
that effect back to the client apparatus 30 in step 3201 . 
[0030] in the client apparatus 30 which receives the 



display/start information, processing to display the start 
screen corresponding to the contents of the received 
display/start infonnation, for instance, the start screen 
shown in Fig. 7, is performed and the update program 
5 is started (step 31 04). Then, under the control of the 
started update program, an update list request to re- 
quest for the server apparatus 50 to transfer the update 
list 52 is sent to the communication network 100 (step 
3105). 

10 [0031] The server apparatus 50 thatjeceives the up- 
date list request sends back the update list 52 to the 
originating apparatus of the request (step 3202). 
[0032] In the client apparatus 50 receiving the update 
list 52 from the server apparatus 50, the contents of the 
15 update list 52 are compared with the contents of the lo- 
cal update list, thus, the related files 53 that are needed 
to be downloaded to update the "InterPot" software 41 
to be the latest one, that is, the related files 53 whose 
version in the update list 52 is newer than version in the 
20 local update list and the new (newly added) related files 
53 are specified (step 31 06). Afterwards, processing to 
request for the server apparatus 50 to transferthe spec- 
ified related files 53 is perfonned (step 3107). 
[0033] The server apparatus 50 which receives the 
25 file request sent by the processing in step 31 07 reads 
the requested related files from the HDD 51 and sends 
them back to the origination apparatus of the file request 
(step 3203). 

[0034] In the client apparatus 30 which receives the 
30 related files 53 sent from the server apparatus 50, the 
processing to store the related files 53 into the fixed fold- 
er (folder specified by the update list 52 etc.) is per- 
formed (step 3108). Then, after the storage of related 
files 53 is completed, under the control of the update 
35 program, processing to send the log-in continuance no- 
tification which is the end notification of update process- 
ing to the server apparatus 50 is performed (step 3 1 09). 
Incidentally, if no related file 53 which should be down- 
loaded is specified in step 3106 (namely, when the up- 
40 date has already been completed), this step 31 09 is ex- 
ecuted, neither step 31 07 nor step 31 08 being executed 
in client apparatus 30. 

[0035] The server apparatus 50 that receives the log- 
In continuance notification sends back "InterPot" pro- 
^5 gram start instruction to the client apparatus 30 (step 
3204). Here, the "InterPot" program start instruction is 
HTML document specifying the files (applet file etc.) 
which should be used. 

[0036] In the client apparatus 30 receiving the "Inter- 
50 Pot" program start instruction, the "InterPot" program 
(applet to display the screen shown in Fig. 3) Is started 
with using the downloaded files (step 311 0). Afterwards, 
the intrinsic processing of the "InterPot" software 41 is 
perfonned. 

55 [0037] As described above, in the present client-serv- 
er system, when related files 53 concerning to data and/ 
or program whose version are newer than that in the 
"InterPot" software 41 in the client apparatus 30, the re- 
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lated files 53 are automatically installed into the client 
apparatus 30. Then, the intrinsic processing is per- 
formed using installed related files 53. 
[0038] Therefore, use of this system leads to that user 
(member) of each client apparatus 30 can always use 
the software in the latest (best) condition without doing 
any work concerning updating software. 

<\/ariation of the embodiment> 

[0039] The client-server system that explained as the 
embodiment is a system for offering members the serv- 
ice for accessing "the "interPot" world". It is natural that 
the automatic update procedure used in the system of 
the embodiment may be adapted to software products 
of other kinds (for other purposes). However, if this tech- 
nology is applied to software which is needless to con- 
nect to server apparatus for perform the intrinsic 
processing, useless connections to the server appara- 
tus will be frequently (every time) made. Therefore, it is 
preferable to apply the present technique to the soft- 
ware, which needs to connect with the server apparatus 
for the intrinsic processing. 

[0040] Moreover, the system explained in the embod- 
iment is a system in which the server apparatus 50 put 
out the start instruction for the intrinsic processing to the 
software to be updated, however, the system may be 
composed so that the client apparatus 30 voluntarily 
starts the intrinsic processing using the updated files. 
Moreover, the system explained in the embodiment is a 
system in which the client apparatus 30 and the server 
apparatus 50 start cooperated processing after the 
password etc. have been input. However, the system 
can be composed so that the cooperated processing will 
be started immediately when the execution of the 
processing is ordered, 

[0041] In addition, the "InterPot" software 41 is in- 
stalled from CD-ROM40 onto the client apparatus 30 in 
the system of the embodiment. It is possible to add the 
ability for supplying the client apparatuses 30 with the 
"InterPot" software products 41 to the server apparatus 
50. Moreover, the "InterPot" software 41 is software 
which needs Java-enabled browser, software which op- 
erates singly (operates on the some OS) may be created 
based on the technology used for the "InterPot" software 
41. 

[0042] While there has been described what are at 
present considered to be preferred embodiment of the 
present invention, it will be understood that various mod- 
ifications may be made thereto, and it is intended that 
the appended claims cover all such modifications as fall 
within the true spirit and scope of the invention. 



Claims 

1 . A client-server system including a server apparatus 
and one or more client apparatuses. 



said server apparatus comprising: 

a server side file storing part for storing one or 
more files which are to be stored in a client ap- 
5 paratus to perfonn specific processing; 

an update list storing part for storing a update 
list ho Idinginfonnation which specifies versions 
of the one or more files stored in said server 
side file storing part; 

an update list sending back part for, when a 
processing start request of fixed contents Is re- 
ceived, sending back the update list stored in 
said update list storing part to the client appa- 
ratus from which the processing start request 

'5 is sent; and 

an sending back part for, when receiving a 
transfer request for one or more files stored in 
said server side file storing part, sending back 
the one or more files requested by the transfer 

20 request In said server side file storing part to 

the client apparatus from which the transfer re- 
quest is sent; 

Each of said client apparatus comprising: 

25 

a client side file storing part for storing one or 
more files used to perform the specific process- 
ing; 

a local update list storing part for storing a local 
30 update list holding infomriation which specifies 

versions of the one or more files stored in said 
client side file storing part; 
a processing start request sending part for 
sending the processing start request, when in- 
35 struction to start the specific processing is giv- 

en by user; 

a file specifying part for specify one or more 
files to obtain for perfomning the specific 
processing in the latest condition by comparing 

^0 the local update list stored in the local update 

list storing part with the update list received in 
response to the start request sent by said 
processing start part; and 
a specific processing starting part for, If one or 

45 more files are specified by said file specifying 

part, sending the transfer request for the spec- 
ified files to said server apparatus and storing 
the one or more files which said sending back 
part of said server apparatus sends in response 

50 to the transfer request into said client side file 

storing part and updating the local update list 
in said local update list storing part according 
to the stored files and starting the specific 
processing, and for, if no file is specified by said 

55 file specifying part, starting the specific 

processing. 

2. The client-server system according to claim 1, 
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wherein the specific process is a process that said 
server apparatus and said client apparatus per- 
forms while exchanging infonnation therebetween. 

3. The client-server system according to claim 1, 5 
wherein said server apparatus further comprises 
software supplying part for supplying software 
which causes a computer capable of communicat- 
ing with said server apparatus to function as said 
client apparatus. io 

4, A Computer readable medium stored with software 
for causing a computer capable of communicating 
with a server apparatus to function as a client ap- 
paratus, said server apparatus comprising: is 

a server side file storing part for storing one or 
more files which are to be stored in said client 
apparatus to perform specific processing; 
an update list storing part for storing a update 20 
list holding information which specifies versions 
of the one or more files stored in said server 
side file storing part; 

an update list sending back part for, when a 
processing start request of fixed contents is re- 25 
ceived, sending bacl< the update list stored in 
said update list storing part to the client appa- 
ratus from which the processing start request 
is sent; and 

a sending back part for, when receiving a trans- 30 
fer request for one or more files stored in said 
server side file storing part, sending back the 
one or more files which are requested by the 
transfer request in said server side file storing 
-part to the client' apparatus from which the 35 
processing start request is sent; and 
said client apparatus comprising: 

a client side file storing part for storing one 
or more files used to perform the specific ^0 
processing; 

a local update list storing part for storing a 
local update list holding information which 
specifies versions of the one or more files 
stored in said client side file storing part; ^5 
a processing start request sending part for 
sending the processing start request, when 
instruction to start the specific processing 
is given by user; 

a file specifying part for specify one or more so 
files to obtain for performing the specific 
processing in the latest condition by com- 
paring the local update list stored in the lo- 
cal update list storing part with the update 
list which said server apparatus update list ss 
sending back part of said server apparatus 
send in response to the start request sent 
by said processing start part; and 



a specific processing starting part for, if one 
or more files are specified by said file spec- 
ifying part, sending the transfer request for 
the specified files to said server apparatus 
and storing the one or more files which said 
sending back part of said server apparatus 
sends in response to the transfer request 
Into said client side file storing part and up- 
dating the local update list in said local up- 
date list storing part according to the stored 
files and starting the specific processing, 
and for, if no file is specified by said file 
specifying part, starting the specific 
processing. 

5. A computer-executable program product consists 
of plural files for adding ability to perfomn specific 
processing to a computer capable of communicat- 
ing a server apparatus, said computer-executable 
program product including: 

computer readable program code to send a 
processing start request to the server appara- 
tus, when instruction to start the specific 
processing is given by user; and 
computer readable program code to receive, as 
a response to the start request, infomnation 
about versions of files provided in the server 
apparatus and specifies one or more files to be 
downloaded for performing the specific 
processing in the latest condition based on the 
received infonnation; and 
computer readable program code to, if one or 
more files are specified, download the specified 
files from the server apparatus and then starts 
the specific processing with using the down- 
loaded files, and, if no file is specified, starts the 
specific processing without downloading any 
file from the server apparatus. 
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